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S upported Device/F ootprints
T his  adapter allows  device programming of several Microchip
P IC  processors  in 68P LC C  packages . T he adapter’s  40 pin DIP
footprint is  device and programmer s pecific. It will work with any
programmer that s upports  its  programming footprint.

T hese devices  are supported us ing the indicated footprint.

Microchip : P IC 16C 923, P IC 16C 924, P IC 17C 752, P IC 17C 756

F ootprint : 40 DIP , S ee following sections .

T he adapter’s  wiring is  different for the 16C 92x and 17C 75x.
T hree jumpers  on the adapter convert between those two
wirelis ts . S ee the Adapter Wiring s ection.

C ompatibility Is s ues
T his  adapter is  a direct replacement for the Microchip AC 164024
adapter. It provides  the same wiring and same style test socket.

F or this  adapter to work, your programmer MUS T  provide a
menu selection for the device. T hat menu selection must expect
this  adapter or the Microchip AC 164024 adapter.

K nown compatible programmers :
Microchip: P IC S tartP lus
E E  T ools : TopMax

P lease contact LS C  to add programmers  you find to be
compatible.

Adapter Dimens ions

P A756-68Z

Adapter C ons truction
T he adapter is  made up of 2 sub-assemblies . T hey assemble via
connectors  making the adapter modular. T his  way the s ub-
assemblies  can be replaced when they wear out.

When disassembling the adapter take care not to bend the pins .
When reassembling the adapter note the pin 1 indicators  to align
the parts  correctly.

T est S ocket, P LC C  Lidded ZIF :
Y amaichi P art #: IC 51-0684-390      LS C  P art #: 68-390

756-68Z
Accepts  the test socket and performs  the wiring shown in the
Adapter Wiring s ection. C ontains  jumpers  to configure the
adapter for 16C 92x vs  17C 75x devices .

Adapter W iring
T he following chart shows the connections  from the P LC C
device to the adapter’s  DIP  plug. T here are two tables . T he
jumper settings  determine the table to use.

J umper S ettings

Devices J 2 J 3 J 4

P IC 16C 92x 2-3 2-3 2-3

P IC 17C 75x 1-2 1-2 1-2

J umper names  and settings  match those on the Microchip
AC 164024 adapter.

P IC 16C 92x wiring:

P LC C DIP P LC C DIP P LC C DIP P LC C DIP

2 1 23 10,31 50 19 62 8

3 2 36 10,31 53 10,31 63 7

7 12 37* 6,11 54 13 64* 6,11

16 32 43 22 55 16 65* 39

17 27 44 25 56 15 66 4,40

18* 6,11 45 24 57 14 67 3

19 10,31 46 23 58 12 68 10,31

20* 6,11 47 17 59* 6,11

21 12 48 18 60 26

22* 6,11 49* 6,11 61 9

P IC 17C 75x wiring:

P LC C DIP P LC C DIP P LC C DIP P LC C DIP

2 1 23 10,31 50 19 62 8

3 2 36 10,31 53 10,31 63 7

7 12 37* 1 54 13 64* 6

16 32 43 22 55 16 65* 5

17 27 44 25 56 15 66 4,40

18* 11 45 24 57 14 67 3

19 10,31 46 23 58 12 68 10,31

20* 1 47 17 59* 11

21 12 48 18 60 26

22* 1 49* 1 61 9

* P LC C  pin connected differently between tables .
All other P LC C  and DIP  pins  are NOT  C onnected.
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